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SCRIBING
CALIPER

DEPTH
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HEIGHT
GAUGE

Units： mm
Model No. A B C D E F

D-150IP67S 234.5 40 11 16

16
4

D-200IP67S 290 50
14 19

D-300IP67S 387 64 −

Order No. Model No. Measuring Range
（mm）

Resolution 
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

152006 D-150IP67S 0-150

0.01

± 0.02
Yes

170g

152007 D-200IP67S 0-200
± 0.03

200g

152008 D-300IP67S 0-300 None 270g

※  Accuracy listed for outside measurements only.  
For other measurements, accuracy specification will be 0.02 larger.

※ Quantization Error （± 1 digit） not included

D-150IP67S

B

D

C

A

E

F

● DIMENSIONS
・ IP rating for electrical equipment is defined based on IEC standard for 

water and solid body protection
・ IP indication 
IP 6 7

 2nd digit： water proof rating
  1st digit：   direct contact-protection rating for ingress of 

solid foreign object
Degrees of protection against solid foreign objects

1st digit Description Definition Testing for

6 Solid No ingress of dust 
allowed Complete protection against contact

Degrees of protection against water
2nd digit Description Definition Testing for

7 Liquid
Protected against the 
effects of temporary 
immersion in water

Depth of 1m （height of the 
equipment is less than 850mm）, 

submerged for 30 minutes                

Option： DATA TRANSFER CABLE⇒P163

USE
● For outside diameter, inside diameter step and depth measurement

MATERIAL
● Stainless steel

FEATURES
●Coolant proof
● Digital calipers with IP67 can be used in cutting fluid environment
● Auto display off function （after approx. 20 min.）
●Auto power on function

POWER
● One CR2032 （lithium） battery included for testing

S-line series caliper, high-end model for high-performance.
IP67 electronics are protected against temporary total immersion.

S-LINE DIGITAL VERNIER CALIPER （IP67）

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49
For measurement of 

concave area▶
Caliper Attachment

P163

Importing measurement 
data to PC▶

Data Transfer Cable

P163

PDI
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Order No. Model No. Weight

152032 N-5AS 10g

※ D-SUB9 pin type and cable in desired length are also available （USB type： Max. 7m / D-SUB9 pin type： Max. 10m）

Order No. Model No. Connector type Length

152033 DTC-1
USB※ 3m※

152034 DTC-2

Image of companion software

Downloading Android App [SLOG]

●  Easy to know by color change and   
beep when out of tolerance 

●  Measured value can be recorded automatically 
at a specific interval (0.1 ～ 60 min.)

DTC-1 DTC-2

Units： mm● DIMENSIONS

■REPLACEABLE PIN CONTACT POINT – 5 TYPES

■HOLDER A (FOR PIN CONTACT POINT)

R1.5

■BALL CONTACT POINT

※INNER THREAD
 （M2.5）

2

■HOLDER B (FOR BALL CONTACT POINT)

4

SCREW

φ1.0

9.5 12

φ3.0

φ1.5

φ2.0

φ2.5

φ3.0

4

SCREW

3

USE
● Allows measurement of concave area by attaching the product to caliper’s outside jaw

MATERIAL
●Pin contact point： Stainless steel
●Bole contact point： Carbide
●Holder： Aluminum

FEATURES
●Allows point measurement by attaching the product to caliper’s outside jaw
● Ball contact point and pin contact point to be attached to each of the 

outside jaw. This enables easy measurement of tube thickness when 
the tube’s outside is grooved.

●Individual part is also available
SPECIFICATIONS

●Attachable jaw thickness： Max. 3.9mm

152006 ～ 152008 S-LINE DIGITAL CALIPER （D-***IP67S） P162
151227 ～ 151229

151234
S-LINE DIGITAL MICROMETER （MCD-**IP67S2）
S-LINE DIGITAL BLADE MICROMETER （MCD-25IP67BS2）

P202
P203

151726 ～ 151727
151716 S-LINE DIGITAL INDICATOR （DEI-WKS*） P241

151851 ～ 151858 S-LINE DIGITAL THREE-POINT INTERNAL MICROMETER （MCD-****IP67S） P220

151724 ～ 151725 S-LINE DIGITAL INDICATOR （DEI-233S*） P240
151728 ～ 151729 S-LINE DIGITAL TEST INDICATOR （DET-234S*） P242

USE
●For importing measured value to PC

FEATURES
●Measured value can be input directly to specified OS application such as Microsoft Excel or Notepad

COMPATIBILITY
●Connectable product with DTC-1

APPLICABLE OS
●WindowsXP, Vista, 7, 8.1, 10 ●Android （Device with USB OTG support function）※ 

　※Requires a USB host OTG cable
PRODUCT INCLUDES

●Cable ●Software

●Connectable product with DTC-2

Vernier caliper accessory kit. Just attach to your caliper. 
Easy to use. Enables point measurement of narrower area.

VERNIER CALIPER ATTACHMENT

Rust prevention▶
Zerust Film for Steel

P380

（Cable）

Set of cable and software. Measured value can be imported to PC.
GO/NOGO judgment by tolerance set function 
and recording measured value are possible.

DATA TRANSFER CABLE FOR S-LINE DIAL INDICATOR / VERNIER CALIPER / MICROMETER
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CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No Type Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar 

（Yes/None） Weight

151951 GDCS-100

Standard

0-100

0.01

± 0.03

Yes

155g

151952 GDCS-150 0-150 175g

151953 GDCS-200 0-200 200g

151954 GDCS-300 0-300 ± 0.04 260g

151956 GDCS-150W

Carbide tipped

0-150
± 0.03

175g

151957 GDCS-200W 0-200 200g

151958 GDCS-300W 0-300 ± 0.04 260g

151955 GDCS-150CD Round depth bar 0-150 ± 0.03 Yes （φ1.9mm） 175g

※ Quantization Error（± 1digit） not included

Order No. A B C D

GDCS-100 186
77 16.5 40

GDCS-150 236

GDCS-200 286 90 19.5 50

GDCS-300 400 102 21.5 60

GDCS-150W 236 77 16.5 40

GDCS-200W 286 90 19.5 50

GDCS-300W 400 102 21.5 60

GDCS-150CD 236 77 16.5 40

Units： mm

Installation image of Bluetooth BOX 
（separately sold）

GDCS-150

GDCS-150W

● DIMENSIONS

USE
●For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
● Available with carbide tipped measuring face. 

Suitable for measuring high-hardness, mold materials and rough-processing parts. 
（GDCS-150W・GDCS-200W・GDCS-300W）

●GDCS-150CD （φ1.9mm round depth bar）
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

GDCS-150W, GDCS-200W, GDCS-300W are 
carbide-tipped for outside & inside measurement.

GDCS-150CD 
（φ1.9mm round depth bar）

DIGITAL VERNIER CALIPER / DIGITAL VERNIER CALIPER WITH CARBIDE TIPPED MEASURING FACE
Bluetooth BOX （separately sold） can be attached.
Measured value can be transmitted to PC wireless.
Standard model. Carbide tipped measuring face type is also available for   
measuring high-hardness, mold materials and rough-processing parts.

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163
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CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Duration Weight

152035 DTW-DG01 Approx. 17 hrs. 45g

Installation image 
of digital calipers 
with Bluetooth BOX 
function

Software for Bluetooth BOX included

Wireless data transmitting 

by attaching to digital vernier 

calipers with Bluetooth BOX 

function

USE
● Transmitting data wireless to PC by attaching to digital 

vernier caliper with Bluetooth BOX function
MATERIAL

●Body： Aluminum ●Switch panel： ABS resin
FEATURES

● Wireless data transimitting by connecting to PC/Tablet 
with Bluetooth function

　※ If your device does not have Bluetooth function, please 
purchase USB dongle in your residence country

● Can be functioned in any countries by switching 
Bluetooth dongle

● Outputting data to Microsoft Excel and GO/NOGO 
judgement is possible by Bluetooth Box Software

FEATUERES
● Bluetooth USB adaptor： Bluetooth 4.0 and above 

Conformed to HOGP profile
●Signal： USB HD class
●Charging： Approx. 100 min.
●OS： Windows 7, 8.1, 10, Android, iOS

ACCESSORIES
●Data cable ●USB cable ●Mounting plate
●Bluetooth USB dongle adaptor class 1（Japan only）
●Software for Bluetooth BOX ●Instruction manual

POWER
●Lithium-polymer battery

Order No. Product Name Model No. page 
referred

151951 ～ 151954
151956 ～ 151958

151955

DIGITAL VERNIER CALIPER
DIGITAL VERNIER CALIPER WITH 
CARBIDE Tipped MEASURING FACES
DIGITAL VERNIER CALIPER （ROUND DEPTH BAR TYPE）

GDCS-***
GDCS-***W
GDCS-150CD

164

151959 ～ 151962 DIGITAL VERNIER CALIPER （PRESET TYPE）GDCP-*** 166

151963 ～ 151966 DIGITAL VERNIER CALIPER （TOLERANCE TYPE） GDCT-*** 167

151967 ～ 151968 DIGITAL VERNIER CALIPER POINT TYPE GDCS-***P 170

151969 ～ 151970 DIGITAL VERNIER CALIPER BLADE TYPE GDCS-***B 170

151971 ～ 151972 DIGITAL OUTSIDE VERNIER CALIPER POINT JAW TYPE GDCS-***NP 171

151973 DIGITAL OFFSET VERNIER CALIPER GDCS-150F 171

151974 DIGITAL WIRE ROPE VERNIER CALIPER GDCS-100WR 172

151988 DIGITAL MULTI UNIT VERNIER CALIPER GDCP-150MU 172

151989 DIGITAL CENTERLINE VERNIER 
CALIPER WITH CONICAL POINTS GDCP-200AA 173

151990 DIGITAL CENTERLINE VERNIER 
CALIPER WITH CONICAL POINTS GDCP-200TA 173

151975 ～ 151976 DIGITAL CENTERLINE VERNIER 
CALIPER WITH CONICAL POINTS GDCP-150A・150A2 174

151977 DIGITAL VERNIER CALIPER TUBE THICKNESS TYPE GDCS-150T 174

151991 DIGITAL VERNIER CALIPER WITH THIN INSIDE JAW GDCS-150IR 175

151992 DIGITAL INSIDE T-VERNIER CALIPER GDCP-150IT 175

151978 ～ 151979 DIGITAL INSIDE VERNIER CALIPER KNIFE-EDGE TYPE GDCS-***IK 176

151993 ～ 151994 DIGITAL INSIDE VERNIER CALIPER KNIFE-EDGE TYPE GDCS-***IK2 176

151980 DIGITAL VERNIER CALIPER HOOK TYPE GDCS-125H 177

151981 ～ 151982 DIGITAL INSIDE VERNIER CALIPER POINT JAW TYPE GDCP-150I・150I2 177

151983 DIGITAL SCRIBING VERNIER CALIPER GDCS-150S 184

151995 ～ 151996 DIGITAL SCRIBING VERNIER CALIPER GDCS-***ST 185

152301 ～ 152306 DIGITAL GAP CALIPER GDG-* 186 ～ 191

151984 ～ 151986 DIGITAL DEPTH GAUGE GDCS-***D 192

151987 DIGITAL DEPTH GAUGE 
（ROUND BAR PROBE TYPE）

GDCS-
150DCD 192

151158 DIGITAL DEPTH GAUGE （SHORT BASE） GDCS-150DS 193

151159 DIGITAL DEPTH GAUGE （ONE SIDE BASE）GDCS-150DR 193

151997 DIGITAL MINI DEPTH GAUGE GDCS-25STG 195

●Applicable Product

DIGITAL VERNIER CALIPER BLUETOOTH BOX
Wireless data transmitting by attaching Bluetooth BOX to digital vernier caliper with Bluetooth BOX function.
Can be functioned in any countries by using Bluetooth Dongle.
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Order No. Model No. Type Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

151959 GDCP-100

Preset function

0-100

0.01
± 0.03

Yes

155g

151960 GDCP-150 0-150 175g

151961 GDCP-200 0-200 200g

151962 GDCP-300 0-300 ± 0.04 260g

※ Quantization Error（± 1digit） not included

GDCP-150

● DIMENSIONS

Model No. A B C D

GDCP-100 186
77 16.5 40

GDCP-150 236

GDCP-200 286 90 19.5 50

GDCP-300 400 102 21.5 60

Units： mm

USE
● For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Preset function
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

DIGITAL VERNIER CALIPER（PRESET TYPE）
Bluetooth BOX （separately sold） can be attached.
With preset function of displaying desired value at desired measuring point.

Wireless data output▶
Bluetooth BOX for Calipers

P165

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

PDI
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SCRIBING
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DEPTH
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HEIGHT
GAUGE

Order No. Model No. Type Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

151963 GDCT-100

Tolerance-set 
function

0-100

0.01
± 0.03

Yes

155g

151964 GDCT-150 0-150 175g

151965 GDCT-200 0-200 200g

151966 GDCT-300 0-300 ± 0.04 260g

※ Quantization Error（± 1digit） not included

Quick reading GO/NOGO by 
display of 「GO」「◀︎」「▶︎」

GDCT-150

● DIMENSIONS

Model No. A B C D

GDCT-100 186
77 16.5 40

GDCT-150 236

GDCT-200 286 90 19.5 50

GDCT-300 400 102 21.5 60

Units： mm

USE
● For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Preset function and tolerance-set function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

DIGITAL VERNIER CALIPER（TOLERANCE TYPE）
Bluetooth BOX （separately sold） can be attached.
For checking measured value whether it is within the tolerance specified.

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163
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Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

152021 D-150HL 0-150
0.01 ± 0.03 Yes

150g

152022 D-200HL 0-200 190g

※ Quantization Error（± 1digit） not included

Order No. Model No. Type Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

151292 DT-150

Standard

0-150

0.01
± 0.03

Yes

160g

151293 DT-200 0-200 200g

151294 DT-300 0-300 ± 0.04 270g

※ Quantization Error（± 1digit） not included

D-150HL

DT-150

C

B

D

E

FG

A

● DIMENSIONS

※D-100のみ、チューブローラは付きません

T_246

D

C

E

B

A

Ｆ G

● DIMENSIONS

Units： mm
Model No. A B C D E F G

DT-150 236 77 16.5 40

67 38 16DT-200 286 90 19.5 50

DT-300 400 102 21.5 60

Units： mm

Model No. A B C D E F G

D-150HL 236 76 16 40
61.5 37 16

D-200HL 286 90 19.5 50

USE
● For outside diameter, inside diameter, step and depth measurement

MATERIAL
● Stainless steel

FEATURES
● Designed specially for left-handed use

POWER
● One SR44 （silver oxide） battery included for testing

USE
● For outside diameter, inside diameter,  

step and depth measurement
MATERIAL

●Stainless steel
FEATURES

● Quick display of the measured value
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One SR44 （silver oxide） battery included for testing 

Digital vernier caliper for left-hand use

LEFT HAND DIGITAL VERNIER CALIPER

Standard model

DIGITAL VERNIER CALIPER PDI

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226

PDI

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226
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Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

151053 D-500 0-500

0.01

± 0.05

None

1.0kg

151054 D-600 0-600 ± 0.08 1.1kg

151055 D-1000 0-1000 ± 0.10 2.4kg

151156 D-1500 0-1500 ± 0.14 5.0kg

151157 D-2000 0-2000 ± 0.20 6.5kg

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

151296 D-300LV 0-300
0.01

± 0.05
None

920g

151297 D-600LV 0-600 ± 0.08 4.3kg

※ Quantization Error（± 1digit） not included
＊  Accuracy specified for inner most portion of measuring jaw.  

Instrument error may be slightly higher when using the tip of jaw for performing measurement. 

D-500

D-300LV

T_318

デジタル長尺ノギス

A

E

B

D

C

F G

● DIMENSIONS

● DIMENSIONS

Model No. A B C D E F G

D-500 676
169 38 100 100 55 24

D-600 767

D-1000 1230 216 51 125 129 75 31

D-1500 1780
262 61 150 165 93 42

D-2000 2290

Units： mm

Model No. A B Ｃ D E F G H

D-300LV 476 219 38 100 150 100 55 24

D-600LV 870 412 61 200 300 165 93 42

Units： mm

USE
● Outside diameter, 

inside diameter and step 
measurement

MATERIAL
●Stainless steel

FEATURE
● Digital vernier caliper with nib style  

and standard jaws
●Zero-setting at any position
● Provided with fine-adjustment carriage

POWER
● One CR2032 （lithium） battery included for testing

USE
● Outside diameter, inside diameter and step measurement

MATERIAL
●Stainless steel

FEATURES
●Long jaws for measuring hard-to-reach features
●Suitable for measuring large diameter works

POWER
●One CR2032 （lithium） battery included for testing

High measurement performance model

Recommended for sheet metal and plate workings

DIGITAL VERNIER CALIPER

DIGITAL LONG JAW VERNIER CALIPER

Reference standard for 
calibration▶

Block Gauge
P42

〜49

PDI

PDI

Reference standard for 
calibration▶

Block Gauge
P42

〜49
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SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

NEW! 151969 GDCS-150B 0-150
0.01 ± 0.03 Yes

165g

NEW! 151970 GDCS-200B 0-200 190g

※ Quantization Error （± 1digit）not included

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

NEW! 151967 GDCS-150P 0-150
0.01 ± 0.03 Yes

170g

NEW! 151968 GDCS-200P 0-200 200g

※ Quantization Error （± 1digit）not included

mm

0.75mm thin blade

GDCS-150B

GDCS-150P

● DIMENSIONS

Measuring tip 
dimensions

Units： mm

● DIMENSIONS

Model No. A B C D

GDCS-150P 236 77 16.5 40

GDCS-200P 286 90 20 50

Units： mm

Model No. A B C D

GDCS-150B 236 77 16.5 40

GDCS-200B 286 90 19.5 50

Units： mm

USE
● For measuring  

narrow groove
MATERIAL

●Stainless steel
FEATURES

●Can obtain diameter of narrow groove
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
● For outside diameter, inside diameter,  

step and depth measurement
MATERIAL

●Stainless steel
FEATURES

● Pointed-tip jaws fit into small grooves and can 
measure narrow dimemsions

●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

NEW!

DIGITAL VERNIER CALIPER POINT TYPE

Bluetooth BOX （separately sold） can be attached.
Suitable for concaved area measurement by thin blade jaw.

DIGITAL VERNIER CALIPER BLADE TYPE

Bluetooth BOX （separately sold） can be attached.
Suitable for concaved area measurement by pointed jaw.

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

NEW! 151971 GDCS-150NP 0-150
0.01

± 0.03
None

200g

NEW! 151972 GDCS-200NP 0-200 ± 0.04 230g

Order No. Model No. Measuring
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

NEW! 151973 GDCS-150F 0-150 0.01 ± 0.04 None 230g

※ Quantization Error（± 1digit） not included

※ Quantization Error（± 1digit） not included

mm

mm

mm

mm

mm

GDCS-150NP

Units： mm● DIMENSIONS

● DIMENSIONS

Model No. A B C D E

GDCS-150NP 250 40 10 5 2

GDCS-200NP 310 50 12 8 2.5

Units： mm

USE
●Outside groove measurement

MATERIAL
●Stainless steel

FEATURES
●Spherical measuring faces
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
●Measurement of stepped sections

MATERIAL
●Stainless steel

FEATURES
●Offset vernier, height adjustment jaw
●Slide-and-fix jaw for adjustment 
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

NEW!

Bluetooth BOX （separately sold） can be attached.
For measuring thickness of concaved area and groove.

DIGITAL OUTSIDE VERNIER CALIPER POINT JAW TYPE

Bluetooth BOX （separately sold） can be attached.
Adjustable jaw length to fit contour of stepped measuring face.

DIGITAL OFFSET VERNIER CALIPER

PDI

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

151988 GDCP-150MU 0-150 0.01 ± 0.04 None 205g

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range ※1

（mm）
Resolution
（mm）

Accuracy ※2

（mm）
Depth Bar

（Yes/None） Weight

NEW! 151974 GDCS-100WR 0-100 0.01 ± 0.05 None 170g

※1： Maximum of measurable diameter
※2： Quantization Error（± 1digit） not included

mm

Installation image
※ Probe, screw or wrench not included

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

USE
●For measuring diameter of wire rope

MATERIAL
●Stainless steel

FEATURES
●Broaded measuring face, broaded vernier
● φ20mm measuring face for reliable  

measurement of wire rope
● Bluetooth BOX （separately sold） can be 

attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
● One CR2032 （lithium） battery included for 

testing

USE
●Attach to calipers to make custom gauge

MATERIAL
●Stainless steel

FEATURES
● Attach your probe with M3×P0.5 screw hole and measures 

any desired object 
●Bluetooth BOX （separately sold） can be attached
●Pre-set function
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

High-demanded for 
elevator maintenance

NEW!

Bluetooth BOX （separately sold） can be attached.
Recommended for wire rope users. Suitable for measuring diameter of wire rope.

DIGITAL WIRE ROPE VERNIER CALIPER

Bluetooth BOX （separately sold） can be attached.
Attach to caliper to make custom measuring tool.

DIGITAL MULTI UNIT VERNIER CALIPER

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

PDI
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

※ Quantization Error（± 1digit） not included

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Applicable hole diameter
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

NEW! 151989 GDCP-200AA 20-200 φ1.5 ～ 19.5 0.01 ± 0.05 None 300g

Order No. Model No. Measuring Range
（mm）

Applicable hole diameter
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

NEW! 151990 GDCP-200TA 10-200 φ1.5 ～ 19.5 0.01 ± 0.05 None 260g

Units： mm

Units： mm● DIMENSIONS

● DIMENSIONS

Master plate for origin setting
［Provided with inspection report］

Master plate for origin setting
［Provided with inspection report］

USE
● For measuring center distance  

between two holes
MATERIAL

●Stainless steel
FEATURES

●Measurement between holes of φ1.5～19.5mm is possible
●Cylindrical gauge head （tapered） provides stable measurement
●With master plate for origin setting
●Bluetooth BOX （separately sold） can be attached
●Preset function ●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
● For measuring distance from  

the edge of workpiece to center hole
MATERIAL

●Stainless steel
FEATURES

●Measurement between holes of φ1.5～19.5mm is possible
●Cylindrical gauge head （tapered） provides stable measurement
●Master plate for origin setting included
●Bluetooth BOX （separately sold） can be attached
●Preset function ●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

NEW!

Bluetooth BOX （separately sold） can be attached.
For measuring center distance between two holes.
Master plate for origin setting included.

DIGITAL CENTERLINE VERNIER CALIPER WITH CONICAL POINTS

Bluetooth BOX （separately sold） can be attached.
For measuring distance from the edge of workpiece to center hole.
Master plate for origin setting included.

DIGITAL CENTERLINE VERNIER CALIPER WITH CONICAL POINTS

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Measuring Range
（mm）

Measurable inner groove
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

NEW! 151977 GDCS-150T 0-150 0.01 φ 4 and above ± 0.05 None 200g

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Applicable hole diameter
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

NEW! 151975 GDCP-150A 5-150 φ1～ 5
0.01 ± 0.05 None

200g

NEW! 151976 GDCP-150A2 10-150 φ1～ 10 220g

GDCP-150A

● DIMENSIONS

Units： mm● DIMENSIONS

Model No. A B C D

GDCP-150A 241 60 35 φ 5

GDCP-150A2 246 100 62 φ 10

Units： mm

USE
● For measuring center distance  

between two holes
MATERIAL

●Stainless steel
FEATURES

●Measureable pitch hole： φ1〜5mm （GDCP-150A）, φ1〜10mm （GDCP-150A2）
●Master plate for origin setting included
●Bluetooth BOX （separately sold） can be attached
●Preset function ●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
● For measurement of tube wall thickness

MATERIAL
●Stainless steel

FEATURES
●Equipped with round bar jaw （one side） for accurate wall thickness measurement
●Bluetooth BOX （separately sold） can be attached
●Display hold function ●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

NEW!DIGITAL CENTERLINE VERNIER CALIPER WITH CONICAL POINTS

Bluetooth BOX （separately sold） can be attached.
Suitable for measuring wall thickness of tube, bearing, ring etc.

DIGITAL VERNIER CALIPER TUBE THICKNESS TYPE

Bluetooth BOX （separately sold） can be attached.
For measuring center distance between two holes. Wireless data output▶

Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

～49

PDI
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar 

（Yes/None） Weight

NEW! 151991 GDCS-150IR 0-150 0.01 ± 0.03 Yes 165g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar 

（Yes/None） Weight

151992 GDCP-150IT Outside：  0-150
Inside： 20-170 0.01 Outside：± 0.04

Inside：± 0.06 None 205g

※ Quantization Error（± 1digit） not included

※ Quantization Error（± 1digit） not included

Allows easy measurement  
of I/D during 

turning operation

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

Enlarged view of inside jaw

Units： mm

● Measureable cylindrical work Units： mm

USE
● Outside diameter, inside diameter,  

step and depth measurement
MATERIAL

●Stainless steel
FEATURES

●Ideal for narrow inner groove measurement
● Bluetooth BOX （separately sold）  

can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
● One CR2032 （lithium） battery included for 

testing

USE
●Outer/ Inner diameter measurement

MATERIAL
●Stainless steel

FEATURES
● Long inner jaws allow I/D  

measurement at deeper area
● Bluetooth BOX （separately sold）  

can be attached
●Preset function
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

※Master ring gauge is not included in the product

NEW!

Bluetooth BOX （separately sold） can be attached.
Can measure inner narrow groove.

DIGITAL VERNIER CALIPER WITH THIN INSIDE JAW

DIGITAL INSIDE T-VERNIER CALIPER
BluetoothBOX （separately sold） can be attached.
Long inner jaws allow I/D measurement at deeper area.

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49
For measurement of 

concave area▶
Caliper Attachment

P163

Reference standard for 
calibration of inside jaw▶
Ring Gauge

P68
〜72

Wireless data output▶
Bluetooth BOX for Calipers

P165

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49
For measurement of 

concave area▶
Caliper Attachment

P163

Reference standard for 
calibration of inside jaw▶
Ring Gauge

P68
〜72

PDI
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Length of Jaws

（mm）
Depth Bar

（Yes/None） Weight

NEW! 151978 GDCS-150IK 15-150
0.01 ± 0.04

60
None

220g

NEW! 151979 GDCS-200IK 18-200 75 260g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Length of jaws

（mm）
Depth Bar

（Yes/None） Weight

151993 GDCS-150IK2 5-150
0.01 ± 0.05

60
None

185g

151994 GDCS-200IK2 10-200 80 240g

※ Quantization Error（± 1digit） not included

※ Quantization Error（± 1digit） not included

mm

mm

GDCS-150IK2

GDCS-150IK

GDCS-200IK2

● DIMENSIONS

● DIMENSIONS

Units： mm
Model No. A B C D E

GDCS-150IK2 235 80.5 60 50 4.5

GDCS-200IK2 295 100.5 80 70 9.5

Units： mm

Model No. A B C D

GDCS-150IK 250 60 30 12

GDCS-200IK 305 75 35 14

USE
●For inside measurement
●Stainless steel

FEATURES
●Equipped with long knife-edge jaws
●Bluetooth BOX （separately sold） can be attached
●Display hold function 
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

Bluetooth BOX （separately sold） can be attached.
Narrow jaw for wide measuring range.

INSIDE DIGITAL VERNIER CALIPER KNIFE-EDGE ,NARROW JAW TYPE

USE
● For inside  

measurement
MATERIAL

●Stainless steel
FEATURES

● Thin jaws enable measurements in  
narrow spaces

● Bluetooth BOX （separately sold）  
can be attached

●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

DIGITAL INSIDE VERNIER CALIPER KNIFE-EDGE TYPE PDI

Bluetooth BOX （separately sold） can be attached.
Suitable for measuring inner diameter of grooved position. Wireless data output▶

Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration of inside jaw▶
Ring Gauge

P68
〜72

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration of inside jaw▶
Ring Gauge

P68
〜72

PDI
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Length of Jaws 

（mm）
Depth bar

（Yes/None） Weight

NEW! 151981 GDCP-150I 22-150
0.01

± 0.04 30
None

180g

NEW! 151982 GDCP-150I2 35-150 ± 0.05 60 210g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

NEW! 151980 GDCS-125H 3-125 0.01 ± 0.03 None 125g

※ Quantization Error（± 1digit） not included

※ Quantization Error（± 1digit） not included

（Enlarged view of probe）

（Enlarged view of jaw）

mm

GDCP-150I

Units： mm● DIMENSIONS

● DIMENSIONS

Units： mm
Model No. A B C D E

GDCP-150I 52 30 1  6 11

GDCP-150I2 82 60 1.5 11.5 17.5

USE
●For inside measurement

MATERIAL
●Stainless steel

FEATURES
● Designed specially for inside 

measurement
● Bluetooth BOX （separately sold）  

can be attached
●Preset function
●Display hold function
●Auto power off function （after approx. 20 min.） 

POWER
● One CR2032 （lithium） battery included 

for testing

USE
●Inside width and position of groove measurement

MATERIAL
●Stainless steel

FEATURES
●Small jaws can fit into narrow space and measure
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

NEW!

Bluetooth BOX （separately sold） can be attached.
Suitable for inside measurement in narrow space.

DIGITAL VERNIER CALIPER HOOK TYPE

Bluetooth BOX （separately sold） can be attached.
Ideal for inside measurement of special shapes.

DIGITAL INSIDE VERNIER CALIPER POINT JAW TYPE

PDI

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration of inside jaw▶
Ring Gauge

P68
〜72

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration of inside jaw▶
Ring Gauge

P68
〜72
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151377 GVC-15KDS 150 0.05 ± 0.05 Yes 140g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151378 GVC-15KD 150

0.05
± 0.05

Yes

140g

151379 GVC-20KD 200 200g

151380 GVC-30KD 300 ± 0.08 380g

GVC-15KD

● DIMENSIONS

Units： mm● DIMENSIONS

Units： mm
Model No. A B C D E F G

GVC-15KD 228   77   16.5 40 53 30 16

GVC-20KD 290   90.5   19 50 60 31 17

GVC-30KD 403 111   22 64 67.5 35 20

USE
●Outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
●Stepped length of linear graduations by 1mm for easy-to-read
● Sequentioal graduations numbers and dot marking every 2mm for 

prevention of misreading
● Decimal point on vernier makes the number easy-to-read

USE
●Outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
●Stepped length of linear graduations by 1mm for easy-to-read
● Sequentioal graduations numbers and dot marking every 2mm for 

prevention of misreading
● Decimal point on vernier makes the number easy-to-read
●Colored numbers for better design and easier-to-read

New stepped millimeter graduations prevents misreading. 
Renewed graduation design on VERNIER for direct reading.

VERNIER CALIPER KAIDAN

New stepped millimeter graduations prevents misreading. 
Colored numbers for better design and easier-to-read.

VERNIER CALIPER KAIDAN

PDI

PDI

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151383 GVC-10 100

0.05

± 0.05
Yes

125g

151384 GVC-15 150 140g

151385 GVC-20 200 210g

151386 GVC-30 300 ± 0.08 380g

151095 TVC-60 600 ± 0.10
None

1.2kg

151096 TVC-100 1000 ± 0.15 2.5kg

Outside Diameter 
Measurement

Outside Diameter 
Measurement

Inside Diameter 
Measurement
Inside Diameter 
Measurement Step MeasurementStep Measurement Depth MeasurementDepth MeasurementOutside Diameter 

Measurement
Outside Diameter 
Measurement

Inside Diameter 
Measurement
Inside Diameter 
Measurement Step MeasurementStep Measurement Depth MeasurementDepth MeasurementOutside Diameter 

Measurement
Outside Diameter 
Measurement

Inside Diameter 
Measurement
Inside Diameter 
Measurement Step MeasurementStep Measurement Depth MeasurementDepth Measurement

GVC-15

● DIMENSIONS

Units： mm
Model No. A B C D E F G

GVC-10 177
77 16.5 40 53 30 16

GVC-15 228

GVC-20 290 90.5 19 50 60 31 17

GVC-30 403 111 22 64 67.5 35 20

TVC-60 770 168 38 100 92 45 24

TVC-100 1230 238 50 150 125 53 31

USE
● For outside diameter, inside diameter,  

step and depth measurement
MATERIAL

●Stainless steel
FEATURES

●Mono block vernier caliper
●Integrated vernier type for easy reading
●Satin finish

Basic plain design

VERNIER CALIPER PDI

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49
For measurement of 

concave area▶
Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151298 GHB-15 130

0.02
± 0.05

Yes

235g

151299 GHB-20 180 275g

151300 GHB-30 280 ± 0.08 330g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151367 GHS-15 150
0.05 ± 0.05 Yes

160g

151368 GHS-20 200 200g

GHB-20

GHS-15

● DIMENSIONS

B

A

E

GF

C
D

T_103

● DIMENSIONS

Units： mm

Model No. A B C D E F G

GHB-15 240 82

21

40

83 31.5 17GHB-20 290 92 50

GHB-30 390 102 60

Model No. A B C D E F G

GHS-15 236 77 16.5 40
56.5 31 16

GHS-20 286 90 19.5 50

Units： mm

USE
●For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
●Mono block vernier caliper
●Integrated vernier type for easy reading
●Provided with a fine adjustment carriage to feed the slider finely
●Satin finish

USE
●For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
●Mono block vernier caliper
●Integrated vernier type for easy reading
●Thumb clamp type
●Satin finish

Suitable for measuring products of similar size in large quantity

VERNIER CALIPER WITH FINE ADJUSTMENT

The slider moves only when the thumb clamp is pressed 

VERNIER CALIPER WITH THUMB CLAMP

PDI

PDI

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226
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HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

  Accuracy ※

（mm）
Depth Bar

（Yes/None） Weight

151813 LVC-30 300
0.05

± 0.08
None

1.1kg

151814 LVC-60 600 ± 0.10 3.1kg

※ Accuracy specified for inner most portion of measuring jaw.  Instrument error may be slightly higher when using the tip of jaw for performing measurement.

LVC-30

Units： mm
Model No. A B C D E F G H

LVC-30 464 238 35 130 170 115 50 25

LVC-60 808 406 45 180 320 140 60 32

● DIMENSIONS

LVC-30 JAW THICKNESS：6
LVC-60 JAW THICKNESS：8

USE
●Outside diameter and inside diameter measurement

MATERIAL
●Stainless steel

FEATURES
●Long jaws for measuring hard-to-reach features
●Suitable for measuring large diameter works

Recommended for sheet metal and plate workings

LONG JAW VERNIER CALIPER PDI

Reference standard for 
calibration▶

Block Gauge
P42

〜49
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CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
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Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151331 LR-100 100

0.05 ± 0.05 Yes

70g

151332 LR-150 150 150g

151333 LR-200 200 180g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151321 THL-150 150 0.05 ± 0.05 Yes 150g

LR-150

Units： mm

● DIMENSIONS

● DIMENSIONS

Units： mm
Model No. A B C D E F G

LR-100 160 60 14 30 42 20 12

LR-150 235 77 16 40
54 25 16

LR-200 300 90 20 50

USE
●For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
●Graduations on both upper and lower side 
●Dual vernier scales
●Dual thumb grip for use with right or left hand
●Satin finish

USE
● For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
●Designed specially for left-handed use
●Satin finish

With unique feature that can be used by both right and left hand

LR TYPE VERNIER CALIPER

For left-handed use

LEFT-HAND VERNIER CALIPER

PDI

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226

PDI
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HEIGHT
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Units： mm
Model No. A B C D E F G H

DVC-15Ⅱ 236 77 16.5 40
58

21
16 38

DVC-20Ⅱ 286 90 19.5 50 24

DVC-30Ⅱ 400 102 18.5 60 59 25 17 45

DVC-15W 236 77 16.5 40
58

21
16 38

DVC-20W 286 90 19.5 50 24

DVC-30W 400 102 18.5 60 59 25 17 45

Order No. Model No. Type Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None）

Indicator
1 revolution（mm） Weight

151351 DVC-15Ⅱ

Standard

150

0.02

± 0.03

Yes 2

200g

151352 DVC-20Ⅱ 200 240g

151353 DVC-30Ⅱ 300 ± 0.04 360g

151361 DVC-15W

Carbide tipped

150
± 0.03

200g

151362 DVC-20W 200 240g

151363 DVC-30W 300 ± 0.04 370g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151375 PC-70KD 70
0.1・1 ± 0.2 Yes

8g

151376 PC-100KD 100 19g

DVC-15W, DVC-20W, DVC-30W 
are carbide-tipped for outside &
inside measurement

With magnetConvenient 1mm stepped 
graduation when fine numerical 

value is not required

Example of customize

DVC-15Ⅱ

PC-100KD

● DIMENSIONS

B

C
D

A

● DIMENSIONS

Units： mm
Model No. A B C D

PC-70KD 114 43 8 22

PC-100KD 166 63 12 34

USE
● For outside diameter, inside diameter, step and depth measurement

MATERIAL
●Stainless steel

FEATURES
● Slider displacement is amplified by rack-and-pinion mechanism and indicated 

on the dial
●Available with carbide-tipped measuring face （DVC-15W～30W）
●Satin finish

USE
● For outside diameter, inside diameter,  

step and depth measurement
MATERIAL

●Polycarbonate
FEATURES

●Stepped length of linear graduations by 1mm for easy-to-read
● Convenient 1mm graduation when higher precision is not required
●With white sticker for customizing the scale depending on purpose
●With magnet and strap hole

Dial vernier for less parallax

DIAL VERNIER CALIPER / DIAL VERNIER CALIPER WITH CARBIDE TIPPED MEASURING FACE

Scratch resistant and easy handling.
New stepped millimeter graduations prevents misreading. 

PLASTIC VERNIER CALIPER KAIDAN

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

For measurement of 
concave area▶

Caliper Attachment

P163

For holding calipers▶
Combination Stand

P226

PDI
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CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range 
（mm）

Resolution 
（mm）

Accuracy ※

（mm）
Depth bar

（Yes/None） Weight

NEW! 151983 GDCS-150S 0-150 0.01 ± 0.03 Yes 170g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Depth Bar
（Yes/None） Weight

151279 TVC-15S 150 0.05 ± 0.05 Yes 150g

※ Quantization Error（± 1digit） not included

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

4
0

1
6
.5

56

6
7

236

3
0 1
6

USE
● Outside diameter, inside diameter, 

step and depth measurement, and also 
scribing

MATERIAL
●Stainless steel

FEATURES
●One for both measuring and scribing 
● Bluetooth BOX （separately sold） can 

be attached
●Carbide-tipped measuring faces
●Display hold function
●Auto power off function （after approx. 20 min）

POWER
● One CR2032 （lithium） battery included 

for testing

USE
● Outside diameter, inside diameter, 

step and depth measurement, and also 
scribing

MATERIAL
●Stainless steel

FEATURES
●One for both measuring and scribing 
●Carbide-tipped measuring faces

NEW!

Bluetooth BOX （separately sold） can be attached.
One for both measuring and scribing.

DIGITAL SCRIBING VERNIER CALIPER

One for both measuring and scribing

SCRIBING VERNIER CALIPER

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Reference standard for 
calibration▶

Block Gauge
P42

〜49

PDI

PDI

Reference standard for 
calibration▶

Block Gauge
P42

〜49

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Base Parallelism

（mm） Weight

NEW! 151995 GDCS-150ST 0-150
0.01

± 0.07 0.07 295g

NEW! 151996 GDCS-300ST 0-300 ± 0.08 0.08 360g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm） Weight

151803 TVC-15ST 150
0.05 ± 0.1

240g

151804 TVC-30ST 300 370g

※ Quantization Error（± 1digit） not included

TVC-15ST

GDCS-150ST

Units： mm
Model No. H L

TVC-15ST 3.2 260

TVC-30ST 4 410

L

1
0
0

10

15

10

15

1
6

H H

● DIMENSIONS

● DIMENSIONS

Units： mm
Model No. A

GDCS-150ST 275

GDCS-300ST 430

USE
●Measures distance from caliper base to scribe edge

MATERIAL
●Stainless steel

FEATURES
● Digital Display for easy reading  

and precise scribing work
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）
●Carbide tip scriber SC-P included

POWER
●One CR2032 （lithium） battery included for testing

USE
●Measures distance from caliper base to scribe edge

MATERIAL
● Stainless steel

FEATURES
●For precise scribing work
●Carbide tip scriber SC-P included

NEW!

Bluetooth BOX （separately sold） can be attached.
Enables stable and high accuracy scribing work.

DIGITAL SCRIBING VERNIER CALIPER

Enables stable and high-accuracy scribing work

SCRIBING VERNIER CALIPER

For marking work▶
Scribes

P330
〜331

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

PDI

PDI

For marking work▶
Scribes

P330
〜331

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Probe Operation Range

（mm） Base Shape Probe Arm Weight

152301 GDG-4F-S1 -13-+16 0.01 ± 0.03 22 Four points 
（Flat）

Stainless steel
Tip SR0.5mm Straight 150g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Probe Operation Range
（mm） Base Shape Probe Arm Weight

152331 GVG-4F-S1-G ±10mm 0.05 ± 0.05 16.8 Four points 
（Flat）

Stainless steel
Tip SR0.5mm Straight 70g

The gauge point is adjustable

The gauge point is adjustable

Four points base

Four points base

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Bottom base in cavity structure
●Display hold function ●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
●Bottom base in cavity structure
●Ball chain attached
●Grip attached

DIGITAL GAP CALIPER （FOUR POINTS BASE）

GAP CALIPER （FOUR POINTS BASE）

Quick tool for easy gap/step measurement.
Adjustable gauge point can avoid bumps for accurate measurement.
Bluetooth BOX （separately sold） can be attached.

Quick tool for easy gap / step measurement.
Adjustable gauge point can avoid bumps for accurate measurement.

PDI

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380
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HEIGHT
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Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Probe Operation Range

（mm） Base Shape Probe Arm Weight

152302 GDG-3R-S1 -13-+16 0.01 ± 0.03 22 Three ball points 
（spherical points） 

Stainless steel
Tip SR0.5mm Straight 155g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Probe Operation Range
（mm） Base Shape Probe Arm Weight

152332 GVG-3R-S1 ±10mm 0.05 ± 0.05 16.8 Three ball points 
（spherical points）

Stainless steel
Tip SR0.5mm Straight 75g

※ Quantization Error（± 1digit） not included

The gauge point is adjustable

The gauge point is adjustable

Three ball points  
（spherical points） base

Three ball points  
（spherical points） base

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Bottom base in cavity structure
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
●Bottom base in cavity structure
●Ball chain attached

DIGITAL GAP CALIPER （THREE BALL POINTS BASE）

GAP CALIPER （THREE BALL POINTS BASE）

Well-requested 3 ball points （spherical points） base added to the collection.
Bluetooth BOX （separately sold） can be attached.

Quick tool for easy gap/step measurement.
Well-requested 3 ball points （spherical points） base added to the collection.

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380

PDI

PDI
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※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Probe Operation Range

（mm） Base Shape Probe Arm Weight

NEW! 152306 GDG-2R-S1 -13-+16 0.01 ± 0.03 22 Two ball points 
（spherical points）

Stainless steel
Tip SR0.5mm Straight 145g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Probe Operation Range
（mm） Base Shape Probe Arm Weight

NEW! 152339 GVG-2R-S1 ±10mm 0.05 ± 0.05 16.8 Two ball points 
（spherical points） 

Stainless steel
Tip SR0.5mm Straight 65g

The gauge point is adjustable

The gauge point is adjustable

Two ball points  
（spherical points） base

Two ball points  
（spherical points） base

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Bottom base in cavity structure
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
●Bottom base in cavity structure
●Ball chain attached

NEW!

NEW!

DIGITAL GAP CALIPER （TWO BALL POINTS BASE）

GAP CALIPER （TWO BALL POINTS BASE）

Quick tool for easy gap/step measurement.
Thin base with two ball points （spherical points） type.
Bluetooth BOX （separately sold） can be attached.

Quick tool for easy gap / step measurement.
Thin base with two ball points （spherical points） type.

PDI

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380
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※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Probe Operation Range

（mm） Base Shape Probe Arm Weight

152303 GDG-F-S1 -13-+16 0.01 ± 0.03 22 Flat Stainless steel
Tip SR0.5mm Straight 150g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Probe Operation Range
（mm） Base Shape Probe Arm Weight

152333 GVG-F-S1 ±10mm 0.05 ± 0.05 16.8 Flat Stainless steel
Tip SR0.5mm Straight 70g

Flat base

The gauge point is adjustable

Flat base

The gauge point is adjustable

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
●Ball chain attached

DEGITAL GAP CALIPER （FLAT BASE）
Stable measument by flat base.
Bluetooth BOX （separately sold） can be attached.

PDI

GAP CALIPER （FLAT BASE）
Stable measurement by flat base

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380
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※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Probe Operation Range

（mm） Base Shape Probe Arm Weight

152304 GDG-P-S2 -13-+16 0.01 ± 0.03 22 Flat （resin） Nylon
Tip 1/8 inch ball Straight 145g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Probe Operation Range
（mm） Base Shape Probe Arm Weight

152334 GVG-P-S2 ±10mm 0.05 ± 0.05 16.8 Flat （resin） Nylon
Tip 1/8inch ball Straight 70g

※  Resin base and nylon probe that 
are suitable for sensitive objects

※  Resin base and nylon probe that 
are suitable for sensitive objects Flat base （resin）

Probe （nylon）

Probe （nylon）

Flat Base （resin）

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

USE
●Step depth measurement

MATERAL
●Main Body： Stainless steel
●Base： Resin ●Tip of probe： Nylon

FEATURES
●Suitable for measuring sensitive object by resin base and nylon probe
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Display hold function ●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
●Step depth measurement

MATERIAL
●Body： Stainless steel

FEATURES
●Suitable for measuring sensitive object by resin base and nylon probe
●Ball chain attached

DIGITAL GAP CALIPER　（RESIN BASE / NYLON PROBE TYPE）
Suitable for sensitive object by resin base and nylon probe.
Bluetooth BOX （separately sold） can be attached.

PDI

GAP CALIPER （RESIN BASE / NYLON PROBE TYPE）
Suitable for measuring sensitive object by resin base and nylon probe 

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380
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Applicable product

Order No. 152335 152336 152337 152338

Products
PROBE FOR GAP 

CALIPER
PROBE HOLDER FOR 

GAP CALIPER
PROBE HOLDER FOR 

DIGITAL GAP CALIPER
GRIP FOR GAP 

CALIPER

Model No. GP-1 GVP-1H GDP-1H GG-12-8

Order No. Products Model No. Page referred

152301 DIGITAL GAP CALIPER GDG-4F-S1 186 ○ − ○ −

152302 DIGITAL GAP CALIPER GDG-3R-S1 187 ○ − ○ −

152306 DIGITAL GAP CALIPER GDG-2R-S1 188 ○ − ○ −

152303 DIGITAL GAP CALIPER GDG-F-S1 189 ○ − ○ −

152304 DIGITAL GAP CALIPER GDG-P-S2 190 ○※1 − ○ −

152305 DIGITAL GAP CALIPER GDG-4F-J1 191 ○ − ○ −

152331 GAP CALIPER GVG-4F-S1-G 186 ○ ○ − ○

152332 GAP CALIPER GVG-3R-S1 187 ○ ○ − ○

152339 GAP CALIPER GVG-2R-S1 188 ○ ○ − ○

152333 GAP CALIPER GVG-F-S1 189 ○ ○ − ○

152334 GAP CALIPER GVG-P-S2 190 ○※1 ○ − ○

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Resolution 
（mm）

Accuracy ※

（mm） Base Shape Probe Arm Weight

152305 GDG-4F-J1 -13-+16 0.01 ± 0.03 Four point 
（flat）

Stainless steel
Tip SR0.5mm Joint 150g

■ Applicable products table

※ 1： GP-1 is also attachable to GDG-P-S2 and GVG-P-S2 though nylon probe

Joint arm type enables to 
set probe at any aimed point 

Four points base

Units： mm● DIMENSIONS

USE
●Step depth measurement

MATERIAL
●Stainless steel

FEATURES
● Joint arm type enables to move the position  

of probe in wide area
● Bluetooth BOX （separately sold） can be attached. 

Measured value can be transmitted to PC wireless.
●Bottom base in cavity structure
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

DIGITAL GAP CALIPER （JOINT ARM TYPE）

PARTS FOR GAP CALIPER

Sets probe at aimed point freely by joint arm.
Bluetooth BOX （separately sold） can be attached.

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380
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Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm） Weight

NEW! 151987 GDCS-150DCD 0-150 0.01 ± 0.04 240g

※ Quantization Error（± 1digit） not included

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm） Weight

NEW! 151984 GDCS-150D 0-150

0.01
± 0.03

195g

NEW! 151985 GDCS-200D 0-200 220g

NEW! 151986 GDCS-300D 0-300 ± 0.04 250g

※ Quantization Error（± 1digit） not included

GDCS-150D

● DIMENSIONS

Units： mm● DIMENSIONS

Model No. A

GDCS-150D 230

GDCS-200D 280

GDCS-300D 380

Units： mm

USE
●For measuring depth

MATERIAL
●Stainless steel

FEATURES
● Bluetooth BOX （separately sold）  

can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
● One CR2032 （lithium） battery included for testing

USE
●For measuring depth of narrow grooves and small holes etc.

MATERIAL
●Stainless steel

FEATURES
●Measuring depth of narrow grooves and small holes with round bar probe of φ1.5mm
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

NEW!

Bluetooth BOX （separately sold） can be attached.
Digital type for measuring depth.

DIGITAL DEPTH GAUGE

Bluetooth BOX （separately sold） can be attached.
Digital depth gauge with round bar probe.
For measuring depth of narrow grooves and small holes.

DIGITAL DEPTH GAUGE （ROUND DEPTH BAR）

PDI

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm） Weight

NEW! 151158 GDCS-150DS 0-150 0.01 ± 0.03 175g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm） Weight

NEW! 151159 GDCS-150DR 0-150 0.01 ± 0.03 175g

※ Quantization Error（± 1digit） not included

※ Quantization Error（± 1digit） not included

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

USE
●Depth measurement

MATERIAL
●Stainless steel

FEATURES
● Suitable for measuring depth  

in narrow groove by short base
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

USE
●Depth measurement

MATERIAL
●Stainless steel

FEATURES
● Suitable for measuring  

in narrow groove by one side base
●Bluetooth BOX （separately sold） can be attached
●Display hold function
●Auto power off function （after approx. 20 min.）

POWER
●One CR2032 （lithium） battery included for testing

NEW!

NEW!

Bluetooth BOX （separately sold） can be attached.
Suitable for measuring in narrow groove by short base.

Bluetooth BOX （separately sold） can be attached.
Suitable for measuring in narrow groove by one side base.

DIGITAL DEPTH GAUGE （SHORT BASE）

DIGITAL DEPTH GAUGE （ONE SIDE BASE）

PDI

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm） Weight

007711 CDS-15 150

0.05

±0.08
125g

007712 CDS-20 200 140g

007713 CDS-30 300
±0.10

220g

007714 CDS-50 500 1.0kg

007715 CDS-60 600 ±0.12 1.1kg

007716 CDS-100 1000 ±0.15 1.4kg

※�CDS-100�can�become�B�type�（hook�type）�
by�replacing�the�main�scale

CDS-15

Units：�mm

Model No. A B C D E F G H

CDS-15 231
100 51 4 27 10.5

2.8 6.1CDS-20 280

CDS-30 380 150 47.5 5 29 13

CDS-50 590

250 80 10 36 20 5 13.5CDS-60 692

CDS-100 1098

● DIMENSIONS

USE
●For measuring depth

MATERIAL
●Stainless steel

FEATURES
●Fully hardened measuring faces
●Satin finish

Analog depth gauge

VERNIER DEPTH GAUGE
（Exclude CDS-100）

PDI

Rust prevention▶
Zerust�Film�for�Steel

P380
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm） Weight

151195 DMD-25G 0-25 0.1 ± 0.2 40g

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm） Weight

NEW! 151997 GDCS-25STG 0-25 0.01 ± 0.02 165g

※ Quantization Error（± 1digit） not included

※ Quantization Error（± 1digit） not included

Units： mm● DIMENSIONS

Units： mm● DIMENSIONS

T_323

デジタルミニデプス　DMD-25G

60
.5

8

86
61

1
6

A

A

B

262

B

4
.1

2.9

2.
9

0.6

3
6

USE
●Depth measurement

MATERIAL
●Stainless steel

FEATURES
●φ1.5mm probe for narrow hole measurement
● Bluetooth BOX （separately sold）  

can be attached
●Display hold function
●Auto display off function （after approx. 20 min.）

POWER
●CR2032 （lithium） battery included for testing

USE
●For measuring depth

MATERIAL
●Plastic (ABS resin, carbon composite plastic)

FEATURES
●For simple and quick depth measurement
●Display hold function
●Auto display off function （after approx. 5 min.）

POWER
● CR2032 （lithium） battery included for testing

Suitable for measuring tire depth

DIGITAL MINI DEPTH GAUGE

NEW!

Bluetooth BOX （separately sold） can be attached.
High resolution 0.01mm digital mini depth gauge.

DIGITAL MINI DEPTH GAUGE PDI

PDI

Wireless data output▶
Bluetooth BOX for Calipers

P165

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

  Accuracy ※

（mm）
Scale Adjustment

（mm） Weight

151210 VH-30D 300
0.01

± 0.04
8

2.6kg

151211 VH-60D 600 ± 0.06 5kg

※ Quantization Error（± 1digit） not included

VH-60D

VH-30D

● DIMENSIONS

Model No. A B C D E F G H I J

VH-30D 455 110 32 80 45 75 23 6 54 65

VH-60D 810 161 52 95 50 102 31 10.5 76 120

Units： mm

USE
●For measuring of toolings and fixtures or for scribing work
● A dial indicator can be mounted with combination use of 

Indicator holder arm and Scriber clamp
MATERIAL

●Vernier： Stainless steel
●Base： Cast iron
●Scriber： Carbide tipped

FEATURES
●Digital display for easy reading
●Zero-setting at any position
●Display hold function
●Tolerance setting function

POWER
● One SR44 （Silver oxide） battery included for testing

ACCESSORIES
●Indicator holder arm ●Scriber clamp
●Scriber ●φ6 collet
※   In case of using with a dial indicator, comparison measurement is 

recommended. Please refer to the master which is about the same 
height as works to be measured.

Indicator holder arm

Using the [TOL] button enables you to check if measured
value is within a specified range or not easily.

Steel plated bottom base for wear resistance

DIGITAL HEIGHT GAUGE

Measuring instruments▶
Indicator P242・

P248
〜249

Reference plane of 
measurement▶

Granite Surface Plate

P284

Reference standard for 
calibration▶

Block Gauge
P42

〜49

PDI
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Applicable 
Height Gauge Weight

151217 ADH-30 VH-30D 35g

151218 ADH-60 VH-60D 20g

Order No. Model No. Applicable 
Height Gauge Weight

151215 SDH-30 VH-30D 30g

151216 SDH-60 VH-60D 100g

Order No. Model No. Applicable
Model No. Weight

151222 VH-30D-C VH-30D 20g

151223 VH-60D-C VH-60D 50g

SDH-30

ADH-30

ADH-60

VH-30D-C

VH-60D-C

● DIMENSIONS

● DIMENSIONS

Model No. A B Ｃ D E F

SDH-30 75 63 11.7 8 6 5.3

SDH-60 102 70 25 12 10 9

Units： mm

Model No. A B Ｃ D E

VH-30D-C 20 25 9 6 18

VH-60D-C 22 35 14.5 10 24

Units： mm

FEATURES
●Scriber for digital height gauge VH-30D, VH-60D

MATERIAL
●Stainless steel
●Carbide tipped

FEATURES
● Scriber clamp for digital height gauge VHS-30D, VHS-60D

MATERIAL
●Stainless steel

FEATURES
●Dedicated indicator holder arm for VH-30D, VH-60D

MATERIAL
●Stainless steel

SPECIFICATIONS
●Mount size： φ8mm （φ6mm collet included）
●Arm length：  ADH-30…Approx. 75mm 

ADH-60…Approx. 30mm

FEATURES
● Dedicated indicator holder for VH-30D 

※Indicator holder for VH-60D is VHS-T ⇒ refer to P198
MATERIAL

●Steel
SPECIFICATIONS

●Mount size： φ 6mm, φ 8mm, Dovetail mount
●Arm length： Approx. 60mm

Order No. Model No. Applicable 
Height Gauge Weight

151214 ADH-30D VH-30D 45g

CARBIDE TIPPED SCRIBER

INDICATOR HOLDER ARM INDICATOR HOLDER

SCRIBER CLAMP
Rust prevention▶

Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380

03_161-200ノギス.indd   197 2019/03/11   14:56



念 校 CMYK

19819
/0

3/
18

 1
0:

57
:2

4

CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy ※

（mm）
Scale Adjustment

（mm） Weight

151212 VHS-30D 300
0.01

± 0.04
10

6.4kg

151213 VHS-60D 600 ± 0.05 7.5kg

※ Quantization Error（± 1digit） not included

Order No. Model No. Applicable
Model No. Weight

151208 VHS-S VHS-30D
VHS-60D 85g

Order No. Model No. Applicable
Model No. Weight

151224 VHS-C VHS-30D
VHS-60D 45g

Order No. Model No. Applicable
Model No. Weight

151209 VHS-T
VHS-30D
VHS-60D
VH-60D

80g

Accessories （dial indicator）
WTI-8038S

VHS-30D VHS-60D

● DIMENSIONS

T_324

デジタルハイトゲージ（ハンドル式）

81

3
3

1
2

1
0

12

30°

● DIMENSIONS Units： mm ● DIMENSIONS Units： mm

Units： mm
Model No. A B C D E F G Ｈ Ｉ J K

VHS-30D 535 172 51.5
114 66.5 82 35 15 59

116
85

VHS-60D 837 178 53.5 140※   For use with dial indicator, dial indicator holder arm 
and dial indicator required. Maximum error may 
larger.

FEATURES
● Scriber for VHS-30D, VHS-60D

MATERIAL
●Stainless steel
● Carbide tipped 

FEATURES
● Scriber clamp for digital height gauge  

VHS-30D, VHS-60D
MATERIAL

●Stainless steel

FEATURES
● Indicator holder for  

VHS-30D, VHS-60D （P198）, VH-60D （P196）
MATERIAL

●Steel
SPECIFICATIONS

●φ6mm, φ8mm, dovetail mount
●Arm length： Approx. 60mm

USE
● Enables stable measurement using a dial 

indicator
●Suitable for scribing work

MATERIAL
●Vernier： Stainless steel
●Base： Cast iron
●Scriber： Carbide tipped

FEATURES
●Large digital display for easy reading
●Preset function

POWER
● One SR44 （Silver oxide） battery included 

for testing
ACCESSORIES

●Dial indicator （WTI-8038S）
●Dial indicator holder
●Scriber

CARBIDE TIPPED SCRIBER SCRIBER CLAMP INDICATOR HOLDER

Handle for smooth sliding operation. Provided dial indicator.

DIGITAL HEIGHT GAUGE PDI

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380

Measuring instruments▶
Indicator P242・

P248
〜249

Reference plane of 
measurement▶

Granite Surface Plate

P284

Reference standard for 
calibration▶

Block Gauge
P42

〜49

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Model No. A B C D E F G H I

VHK-20KDS 391 103 28 67
20 77

22 6 60

VHK-30KDS 540 125 40 75 28 9 86

Units： mm

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Slider Fine Feed
（mm） Weight

151269 VHK-20KDS 200 0.05 ± 0.05
8

1.7kg

151270 VHK-30KDS 300 0.02 ± 0.04 3.1kg

Order No. Model No. Applicable
Height Gauge Weight

151043 SVH-1520

VHK-20KDS
VHK-30KDS
VHK-15
VHK-20
VHK-30
VHK-60

45g

Order No. Model No. Applicable
Height Gauge Weight

151268 VHK-C

VHK-20KDS
VHK-30KDS
VHK-15
VHK-20
VHK-30
VHK-60

50g

Order No. Model No. Applicable
Height Gauge Weight

151275 TVH-1520

VHK-20KDS
VHK-30KDS
VHK-15
VHK-20
VHK-30
VHK-60

75g

VHK-30KDS

●DIMENSIONS & NAME OF PARTS （VHK-20KDS）

9

1
5
.
5

78

50

9

● DIMENSIONS Units： mm ● DIMENSIONS Units： mm

FEATURES
● Scriber for  

height gauges
MATERIAL

●Stainless steel
●Carbide tipped

FEATURES
● Scriber clamp for 

height gauges
MATERIAL

●Stainless steel

FEATURES
● Indicator holder for height gauges

MATERIAL
●Steel

SPECIFICATIONS
●φ6mm, φ8mm, dovetail mount
●Arm length： Approx. 60mm

USE
● For measuring of toolings and fixtures or for 

scribing work
MATERIAL

●Main & vernier scale： Stainless steel
●Base： Cast iron
●Scribe： Carbide tipped

FEATURES
● Stepped length of linear graduations by 1mm 

for easy-to-read
● Sequentioal graduations numbers and 

dot marking every 2mm for prevention of 
misreading. 

● Decimal point on vernier makes the number 
easy-to-read

● Colored numbers for better design and easier-
to-read

●Main scale slider enables easier adjustment
●Easy reading with magnifier lens （×3.0）
● Fine adjustment carriage to feed the slider 

finely
●With carbide tipped scriber
●Please use dail indicator holder when use 
● Made of stainless steel for easy anti-rust 

treatment
ACCESSORIES

●Dial indicator holder
●Scriber
●Magnifier lens for main scale

CARBIDE TIPPED SCRIBER SCRIBER CLAMP INDICATOR HOLDER

New stepped millimeter graduations prevents misreading. 
Colored numbers for better design and easier-to-read.

VERNIER HEIGHT GAUGE KAIDAN

Measuring instruments▶
Indicator P242・

P248
〜249

Reference plane of 
measurement▶

Granite Surface Plate

P284

Reference standard for 
calibration▶

Block Gauge
P42

〜49

PDI

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380

Rust prevention▶
Zerust Film for Steel

P380
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CALIPER

CALIPER

SCRIBING
CALIPER

DEPTH
GAUGE

HEIGHT
GAUGE

Order No. Model No. Measuring Range
（mm）

Resolution
（mm）

Accuracy
（mm）

Slider Fine Feed
（mm） Weight

151271 VHK-15 150
0.05 ± 0.05

8

1.6kg

151272 VHK-20 200 1.7kg

151273 VHK-30 300
0.02

± 0.04 3.1kg

151274 VHK-60 600 ± 0.08 6.9kg

How to set zero-point

SET SCREW

MAIN SCALE SLIDER

MAIN SCALE

ADJUSTMENT
SCREW

loosen
slide a main scale

VHK-30VHK-20

●DIMENSIONS & NAME OF PARTS （VHK-20）

Magnifier lens for main scale
（VHK-15）

Model No. A B C D E F G H I

VHK-15 341
103 28 67

20 77
22 6 60

VHK-20 391

VHK-30 540 125 40 75 28 9 86

VHK-60 871 180 55 85 24 80 35 11 120

Units： mm

USE
●For measuring of toolings and fixtures or for scribing work

MATERIAL
● Main Scale ＆ Vernier： Stainless steel
● Base： Cast iron
● Scriber： Carbide tipped

FEATURES
● Main scale slider enables easier adjustment
● Easy reading with magnifier lens （×3.0）
● Fine adjustment carriage to feed the slider finely
● With carbide tipped scriber
●Please use dail indicator holder when use
● Made of stainless steel for easy anti-rust treatment

ACCESSORIES
● Dial indicator holder
● Scriber
● Magnifier lens for main scale

Easy zero point adjustment function makes for easy long-term use

VERNIER HEIGHT GAUGE PDI

Measuring instruments▶
Indicator P242・

P248
〜249

Reference plane of 
measurement▶

Granite Surface Plate

P284

Reference standard for 
calibration▶

Block Gauge
P42

〜49

Scriber for VHK series
Height Gauge： SVH-1520

For more information, 
refer to P199

Scriber Clamp for VHK series
Height Gauge： VHK-C

For more information, 
refer to P199

Indicator Holder for VHK series 
Height Gauge： TVH-1520

For more information, 
refer to P199
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